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Introduction
Introduction
/ Ã>Õ>ÃÃiÞÌi`i`ÌLiÕÃi`VÕVÌÜÌ Ì i/"7 ,Vw}ÕÀ>ÌÃ>Ã
`iÃVÀLi`Ì Ã>ÃÃiLÞ>`ÕÃi>Õ>] iÀi>vÌiÀÀiviÀÀi`Ì>ÃÌ i>Õ>°
*ÀÀÌÃÌ>ÀÌ}>ÃÃiLÞvÌ i/"7 ,]ÞÕÃ Õ`V>ÀivÕÞÀi>`Ì Ã>Õ>°
/ i/"7 ,Ì >ÌÃÀiµÕÀi`Ã Õ`Li>ÃÃiLi`>`ÕÃi`>VVÀ`>ViÜÌ Ì Ã>Õ>°
ƂÃÌÀÕVÌÃÌ Ã>Õ> >ÛiÌLiÃÌÀVÌÞ>` iÀi`Ì°
vÌ iÃÌÀÕVÌÃVÌ>i`Ì Ã>Õ>>ÀiÌvÜi`]>VV`iÌÃ>Þ>ÀÃi°ƂÌÀiÝV>Ì
Li i`>LivÀ>ÞÃÃÀiÃÕÌ}vÀÌ i>ÃÃiLÞÀÕÃiv>ƂÌÀiÝ/"7 ,Ì >ÌÃÌ
V«>ViÜÌ Ì i>Õ>°
/ ii«ÞiÀ]ÃÕ«iÀÛÃÀ>`ÕÃiÀ>ÀiÀiÃ«ÃLivÀÌ iVÀÀiVÌÕÃivÌ iÌÜiÀ>VVÀ`>Vi
ÜÌ Ì Ã>Õ>>`Ì iÞÕÃÌiÃÕÀiÌ >ÌÌ Ã>Õ>Ã>Û>>Li>Ì>ÌiÃÜ iÜÀÃ
Li}V>ÀÀi`ÕÌÕÃ}Ì i/"7 ,°
General
/ÜiÀÃ>ÞÞLi>ÃÃiLi`]`Ã>ÃÃiLi`À`wi`Õ`iÀÌ i`ÀiVÌv>>ÕÌ ÀÃi`
«iÀÃ>`LÞi«ÞiiÃÜ  >ÛiÀiViÛi`>`iµÕ>Ìi>`Ã«iVwVÌÀ>}vÀÌ iÌi`i`
ÜÀ]ÌiÀÃvÌ iÃ«iVwVÀÃÃÛÛi`Ü V ]«>ÀÌVÕ>À]>``ÀiÃÃiÃ
UÕ`iÀÃÌ>`}Ì i>ÃÃiLÞ]`Ã>ÃÃiLÞÀVÛiÀÃ«>vÌ i/"7 ,Æ
UÃ>viÞ>ÃÃiL}]`Ã>ÃÃiL}ÀVÛiÀÌ}Ì i/"7 ,Æ
Ui>ÃÕÀiÃÀ`iÀÌ>Û`Ì iÀÃÃÌ`Û`Õ>ÃÀLiVÌÃÆ
UÃ>viÌÞi>ÃÕÀiÃÌ iiÛiÌvV >}}Üi>Ì iÀV`ÌÃÜ V VÕ`>vviVÌÌ iÃ>viÌÞv
Ì i/"7 ,Æ
UÌ i>Ü>Li>`Æ
UiÛiÀÞÌ iÀÀÃÌ >ÌVÕ`>ÀÃi>Ã>ÀiÃÕÌvÌ i>vÀiiÌi`>ÃÃiLÞ>``Ã>ÃÃiLÞÀ
VÛiÀÃÜÀ°
/ i`Û`Õ>ÃÀiÃ«ÃLivÀÌ iÜÀ>`Ì ii«ÞiiÃÛÛi`Ì iÜÀÕÃÌ >Ûi
>VViÃÃÌ>V«ÞvÌ Ã>Õ>°
"ÞÀ}>ƂÌÀiÝ«>ÀÌÃÃ Õ`LiÕÃi`vÀ>ÃÃiLÞ°
/ i i} ÌÌÌ iwÀÃÌÀÕ}ÕÃÌLi>>ÝÕv{äV°vÌ i i} ÌÃÀiÌ >{äV>ÃÌi«
ÃÌÀÀÕ« >ÃÌLi>ÌÌ>V i`À>«>ÌvÀÌ iwÀÃÌÀÕ}°
/ i/"7 ,iiÌÃÌ i ÕÀ«i>-Ì>`>À`
>` £ÓnvÀ>Õ>Ã®

£ää{]>`V>ÃÃÎvÀÃÌÀi}Ì >`ÃÌ>LÌÞ®

V>>Ü>`i}Ã>Ì} ÌiV«>ÃÃi>ÃÕÀiÃ>``ÌÌÌ ÃiÃÌ>Ìi`Ì Ã>Õ>°
v«ÃÃLi]>`vÌV>Li>V iÛi`Ã>viÞ]vÀ>``Ì>«iÀÃ>Ã>viÌÞ]`Û`Õ>ÃÜÀ}
Ì i>ÃÃiLÞÃ Õ`ÃiVÕÀiÌ iÃiÛiÃÌÌ iiÝÌiÀ>Ü>°`Û`Õ>ÃÃ Õ`ÌÃiVÕÀi
Ì iÃiÛiÃÌÌ i/"7 ,ÌÃiv]ÕiÃÃÌ i/"7 ,Ã>V Ài`ÌÌ iÜ>°
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MiTOWER Components

1

2

6

5

3

4

Parts Listing
1

4 Rung Frame

4

Adjustable Leg and Castor

2

Toe Board

5

Guardrail Brace Panel

3

Telescopic Stabiliser

6

Hatch Platform

MiTOWER Components
1. Guardrail Brace Panel
%NCYUCTGƂVVGFVQVJGIWCTFTCKNDTCEGRCPGNUCPFGCEJJCUCPautomatic
locking jaw which is released by simply moving the jaw’s trigger. The claw
must only be attached to the frame with the opening facing outward.
Attachment with the jaw’s opening facing inward will not fully protect
the user if lent upon and may cause serious injury or death. Always
ensure that each claw is positively locked in position before using your
MiTOWER.
Disengaged

2. Frame Clips
The frame clip’s pin locates into a retaining hole in the frames to lock
tower sections together when placed one on top of the other. The pin is
locked in place by a red tab to ensure that it remains in place.
From the disengaged position, pivot the pin / tab to bring the pin
horizontal. Insert the pin fully through the retaining hole with its tail
RQKPVKPIFQYP0GZVƃKRVJGVCDXGTVKECNN[VQNQEMVJGRKPKPRNCEG
4GOQXCNKUUKORN[CTGXGTUCNQHVJGƂVVKPIUGSWGPEG

Engaged

3. Stabiliser Coupler Clamp
The coupler clamps are used to secure the stabilisers to MiTOWER’s
vertical tubing. With the clamp jaw open, offer it to the tube. Bring the
jaw around the tube and set the buckle on to the hook, then close the
ENCORCTOVQNQEMVJGUVCDKNKUGTKPRQUKVKQP#UKOKNCTENCORKUƂVVGFVQ
the stabiliser extension leg.

4. Wind-lock Catch
6JGYKPFNQEMECVEJKUCFTQRFQYPLCYƂVVGFVQVJGUKFGof the hatch
platform’s mounting hook and prevents the platform from lifting in
windy conditions. It is attached to the horizontal tube of the frame.
To disengage, simply lift and hold the jaw as you raise the platform
clear.

Retract
Release

Extend
Lock

Component Hanger

Leg
Nut

Extend
OFF

Brake
ON

Retract
Engagement Spring

5. Platform with built in Component Hangers
6QGPCDNGQPGOCPVQGTGEV/K619'4GCEJJCVEJRNCVHQTOKUƂVVGF
with four component hangers which are stowed (two either side) within
the platform’s frame. The hangers can be extended when needed and
retracted when not. To extend and lock a hanger, take a hold of the
hanger stop end and pull from the frame. Once the stop rivet is clear of
the slot, turn the hanger 45 degrees anticlockwise then gently slide back
in until it stops. To retract the hanger, simply reverse the procedure.
6. Adjustable Leg and Castor
The adjustable leg and castor allows for accurate positioning of your
MiTOWER in relation to your workplace. The leg can be extended or
retracted to allow for levelling and the brake must be applied to prevent
movement.

5
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COMPONENT MATRIX AND WEIGHTS
Weight

2m

3m

4m

301206

3.6

6

8

10

Telescopic Outrigger

305640

3.6

4

4

4

Hatch Platform

305006

8.6

1

2

2

Guardrail Brace Panel

301215

3.3

4

6

7

125mm Locking Castor
with adjustable Leg

324515

3.4

4

4

4

Toe Board Set

305581

5.3

1

1

1

MiTOWER Weight (kg)

76.5

98.9

109.3

Platform Safe Working
Load

150kg

150kg

150kg

Description

Art.nr.

4 Rung Frame

kg

qty

qty

6m
5m
4m
3m
2m
1m
MiTOWER 2m

MiTOWER 3m

MiTOWER 4m

qty

Storage and Transport Trolley

7

5

1

2

4
3

Transport & Storage
For ease of storage and of
transportation, MiTOWER
has been designed so that all
components can be safely stored
within the tower’s base assembly.
See illustration.

Trolley Components
1

Guardrail Brace Panel x 2

2

Toe Board Set

3

Hatch Platform

4

Adjustable Leg & Castor x 4

5

4 Rung Frame x 2
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Safety Do’s & Don’ts

Safety Do’s & Don’ts




Always read and understand this guide before you begin assembly
#NYC[UGPUWTGVJCVCNNUCHGV[TGSWKTGOGPVUCTGOGVCPFVJCV/K619'4KUVJGEQTTGEVCEEGUUUQNWVKQPHQT
the task you wish to perform








#NYC[UGPUWTGVJCV/K619'4KUCUUGODNGFCPFFKUOCPVNGFD[CSWCNKƂGFEQORGVGPVRGTUQP
Always cordon off the work area creating a zone with a radius that is 1m greater than the total height of
MiTOWER
#NYC[UYGCTVJGEQTTGEV2GTUQPCN2TQVGEVKXG'SWKROGPVHQTVJGVCUMDGKPIRGTHQTOGF)NQXGUUVGGN
toecap boots, a hard hat and suitable clothing must be worn by all persons
Always tie back long hair and remove items of loose jewellery
#NYC[URGTHQTOCHWNNTKUMCUUGUUOGPVRTKQTVQCUUGODNKPIQTWUKPI/K619'4CPFCDKFGD[[QWTƂPFKPIU

Always prevent access to unauthorised persons if you have no other option but to leave MiTOWER
unattended and if this is not possible then MiTOWER must be dismantled



Always carry tools and materials safely retained in a tool belt that allows freedom of movement
ensure you properly assess the risk / method if tools or materials are hoisted to the platform via a rope

Always access platforms from within MiTOWER and via the 4 rung frames positioned at the platform’s



trap door end. Keep your feet in the middle of the rungs and grip the upper rungs with your hands



Always erect MiTOWER on smooth level ground that is capable of supporting its own weight, the user
and any tools or materials without subsidence


Always ensure that MiTOWER is not out of perpendicular in excess of 1%



Always move MiTOWER to non windy place at the end of the working day or
dismantle MiTOWER
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Safety Do’s & Don’ts

Safety Do’s & Don’ts



Never use MiTOWER if you don’t understand something in this guide; please contact
the supplier for advice



Never assemble, use, move or dismantle MiTOWER if you are tired or unwell or if you
CTGWPFGTVJGKPƃWGPEGQHCNEQJQNQTFTWIU



Never use MiTOWER in adverse weather conditions which may endanger the user
(snow, ice, heavy rainfall or lighting)



Never use in wind conditions of Beaufort Force 5 and above. Please be aware of the
tunnel effect caused by buildings close to each other



Never assemble or use MiTOWER near overhead hazards such as power lines that are
within reach of MiTOWER or the user




Never ascend or descend your MiTOWER if both hands are not free



Never use MiTOWER if contaminated by paint, chemicals etc



Never overload the platforms (see component matrix page 5)



Never suspend MiTOWER from another structure



Never lean from MiTOWER and never apply undue side force



Never stand on the guardrails, toe boards, boxes (or similar) to gain extra height. If the
YQTMKPIJGKIJVKUKPUWHƂEKGPVGKVJGTEQPUVTWEV/K619'4VQVJGTGSWKTGF
height or use an alternative method



Never use damaged components in your MiTOWER assembly



Never ascend the MiTOWER on the outside




Never add banners, notice boards etc to MiTOWER

Never leave the MiTOWER unsupervised. Make sure that unauthorised individuals
cannot gain access to the tower
Never use MiTOWER to gain access to constructions
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Before You Start

Preparation
6JGƃQQTCTGCOWUVDGENGCTQHCP[QDUVTWEVKQPUKPENWFKPIOCVGTKCNUCPFFGDTKUCheck
VJCV[QWJCXGCNNVJGEQORQPGPVUPGEGUUCT[VQEQPUVTWEVVJGVQYGTJGKIJV[QWTGSWKTG
Check also each component for condition and correct function. If any part is missing or
damaged/not working correctly it must be replaced before assembling the tower. The
use of a combination of tower parts of different brands/manufacturers is not permitted
Towers for professional use must be inspected annually for any defects by an expert.
Method of construction
The method of construction has been developed to reduce the risk of an erector
falling from a tower during construction. The erector must sit on the platform
with legs through the hatch and feet on the frame rungs when attaching guardrail
brace panels above the platform. This ensures the erector is always protected by a
set of guardrail brace panels.
Tying In
You should consider tying in the tower to add to stability, but this may only be
carried out by a suitably trained person.
Assembly Guide
These instructions must always be made available to the user. If replacement copies
CTGTGSWKTGFRNGCUGEQPVCEV[QWTUWRRNKGT
Damaged Components
Regularly inspect all components for damage. Damaged components must be
SWCTCPVKPGFUQVJCVVJG[ECPPQVDGWUGF9JGTGUCHGVQFQUQVJGEQORQPGPVECPDG
TGRCKTGFDWVQPN[D[CSWCNKƂGFTGRCKTGT+HKPFQWDVEQPVCEV[QWTUWRRNKGTHQTCFXKEG
Dismantling Your MiTOWER
MiTOWER is easily dismantled by simply reversing the erection procedure. Make
sure that the component hangers are evenly loaded to ensure your MiTOWER
remains balanced. You must, however, be protected by guardrail brace panels when
standing on any platform and ensure that you use the method of construction when
removing guardrail brace panels.
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Getting Started

Getting Started
/K619'4TGSWKTGUQPN[QPGRGTUQPVQCUUGODNGCPFFKUOCPVNGKV;QWT/K619'4KU
supplied with uniform 1m high 4 rung frames which can be used at any stage of the
assembly. During erection, the frames may be connected together to create 2m high
HTCOGUYJKEJOCMGUCUUGODN[DQVJSWKEMGTCPFGCUKGT
Stabilisers Positioning
Stabilisers are supplied and must be used for all MiTOWER heights.
For maximum effect arrange the stabilisers by positioning at an angle of 45 degrees to
IKXGCHQQVRTKPVCUENQUGVQUSWCTGCURQUUKDNGCUUJQYPKPƂI
If the tower is to be positioned against a wall, the stabiliser footprint can be altered
CUUJQYPKPƂIDWVQPN[YJGTGVJGJGKIJVQHVJGYCNNKUCOKPKOWOQHVYQVJKTFUVJG
height of the top working platform.
Ensure that all four stabilisers’ feet are in contact with the ground and that the ground
can support the weight of the tower and stabilisers.
ƂI

ƂI
Wall

Moving Your MiTOWER
When your MiTOWER needs to be moved a small distance to enable you to continue
your task, this can be achieved provided the stabilisers can remain in pattern and all
tools, materials and personnel are removed from the tower.
You will need to raise the stabilisers so that they are no more than 25mm above the
ƃQQTCPFRTQRGTN[NQEMGF*QYGXGTKHVJGUVCDKNKUGTUJCXGVQDGTGRQUKVKQPGFCPFVJKU
reduces the footprint, your MiTOWER must be reduced in height to 2m.
You must only move MiTOWER by manual effort at a slow pace and only after fully
assessing the risk. Once moved, always check MiTOWER before using.
If MiTOWER is to be moved to a new location, a new level or over rough terrain, it
must be fully dismantled and rebuilt at the new location. Hoisting or suspending the
MiTOWER is not permitted.
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MiTOWER 2m - Assembly

Step 1

Step 2

Fully insert the adjustable legs with
castors into two frames, turning the leg’s
height adjustment collar to bring each leg
25mm from the lowest position.

Attach a guardrail brace panel to the
vertical tube of one frame with the upper
claw positioned above the fourth rung
and with all claws facing outward. Make
sure the claws are correctly locked on to
the frame tube. Now attach the second
frame to the guardrail brace panel to
create the base frame assembly. Lock all
four castors and using a spirit level as a
guide, adjust each leg to bring the base
square and level.

Step 3
Construct two sets of conjoined frames, these will give you
two 2m sections and will speed up the erection process.
,ii>ÃiÌ ivÀ>iV«ÃivÕÀÀÕ}vÀ>i>`wÌ
it on to a second four rung frame. Apply the frame clips
and ensure they are correctly locked. Repeat this with
the second set. Fit one set of conjoined frames to a base
frame and apply the frame clips. Repeat this with the
second set.

Step 4
Next, attach one guardrail brace panel with its lower jaw
«ÃÌi`>LÛiÌ iÃÝÌ vÀ>iÀÕ}°ÌÕÃÌLiwÌÌi`
Ì i««ÃÌiÃ`iÌÌ iwÀÃÌ}Õ>À`À>LÀ>Vi«>iÌ
ensure stability. Ensure all claws are facing outward and
correctly locked on to the frame tube.

MiTOWER 2m - Assembly
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Step 5
-Ì>`Ã`iÌ iÌÜiÀ>`wÌ>«>ÌvÀÌÌ ii} Ì 
rung, making sure that the wind-lock catches engage.

Step 6
Fit a stabiliser to each corner of the tower. Position the
lower horizontal stabiliser coupler clamp just above
the frame’s second rung, then secure the top stabiliser
VÕ«iÀV>«ÕÃÌ>LÛiÌ ivÀ>i½ÃwvÌ ÀÕ}°č`ÕÃÌ
the stabilisers so that you create as square a footprint
as possible. Adjust each stabiliser’s length so that they
are in contact with the ground. Make sure all coupler
clamps are correctly secured. Extend and lock the
four component hangers located on either side of the
platform.

Step 7
Place two guardrail brace panels on to one set of
hangers, and the toe boards in to the opposite set.
Enter the tower framework and climb the frame rungs
until you are half way through the platform’s trap door.
Now manoeuvre yourself so that you are sitting on the
platform, with your legs through the trap door and your
feet on the frame rungs. From this position, you should
take each of the guardrail brace panels, one at a time,
and attach so that the upper jaws are positioned above
the twelfth rung.

Step 8
With both panels in position, you may access
the platform. Unfold the toe board set and
position so that they sit on to the outer edge of
the platform. Finally, retract all hangers and the
tower is now complete and ready to use.
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MiTOWER 3m - Assembly

Step 1
Replicate steps 1 & 2 from 2m assembly.
Fit a single 1m frame to a base frame and
apply the frame clips. Fit a second 1m frame
to the other base frame.

Step 3
Fit a stabiliser to each corner of the tower.
Position the lower horizontal stabiliser
coupler clamp just above the frame’s second
rung, and then secure the top stabiliser
VÕ«iÀV>«ÕÃÌ>LÛiÌ ivÀ>i½ÃwvÌ 
rung. Adjust the stabilisers so that you create
as square a footprint as possible. Adjust each
stabiliser’s length so that they are in contact
with the ground. Make sure all coupler
clamps are correctly secured.

Step 2
Fit a platform on to the fourth rung,
making sure that the wind-lock catches
engage. Next, attach a pair of guardrail
brace panels opposite each other with
their upper jaws positioned above the
eighth frame rung. Ensure all claws are
facing outward and correctly locked on
to the frame tube.

Step 4
Construct two sets of conjoined frames,
these will give you two 2m sections. Release
the frame clips on one four rung frame and
wÌÌÌ>ÃiV`vÕÀÀÕ}vÀ>i°č««Þ
the frame clips and ensure they are correctly
locked. Repeat this with the second set.
Place the conjoined frames one at each end
vÌ iÌÜiÀÀi>`ÞÌLiwÌÌi`° ÝÌi`>`
lock the four component hangers located on
iÌ iÀÃ`ivwÀÃÌ«>ÌvÀ°

MiTOWER 3m - Assembly
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Step 5
Place a guardrail brace panel on to a component
hanger on one side of the platform and a second
«>ÌvÀÌ iÌ iÀÃ`i°čVViÃÃÌ iwÀÃÌ
platform and attach the guardrail brace panel
with its lower jaw positioned above the tenth
frame rung. Ensure all claws are facing outward
and correctly locked on to the frame tube. Now
V>ÀivÕÞwÌÌ iÃiV`«>ÌvÀÌÌ iÌÜivÌ 
rung, making sure that the wind-lock catches
engage. Extend and lock the four component
hangers located on either side of the platform.
Descend the tower and from the ground place
two guardrail brace panels onto the hangers on
one side of the second platform and a set of toe
boards on the other side.

Step 6
Access the tower until you are half way through
the second platform’s trap door. Now manoeuvre
yourself so that you are sitting on the platform,
with your legs through the trap door and your
feet on the frame rungs. From this position, you
should take each of the guardrail brace panels,
one at a time, and attach so that the upper jaws
are positioned above the sixteenth rung.

Step 7
With both panels in position, you may access
the platform. Unfold the toe board set and
position so that they sit on to the outer edge of
the platform. Finally, retract all hangers and the
tower is now complete and ready to use.
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MiTOWER 4m - Assembly

Step 1
Replicate steps 1 - 6 from 2m assembly.
Place three guardrail brace panels on to
one set of hangers and a pair of eight
rung conjoined frames to the other side.
Enter the tower framework and climb
the frame rungs until you are half way
through the platform’s trap door. Now
manoeuvre yourself so that you are sitting
on the platform, with your legs through
the trap door and your feet on the frame
rungs. From this position, you should take
a guardrail brace panel, one at a time,
and attach so that the upper jaws are
positioned above the twelfth rung. With
both panels in position, you may access
the platform.

Step 2
Fit one set of conjoined frames to each
end of the tower and apply the frame
clips. Next, attach the guardrail brace
panel with its lower jaw positioned
above the fourteenth frame rung. Ensure
all claws are facing outward and correctly
locked on to the frame tube. Descend
the tower and from the ground place
two guardrail brace panels onto the
hangers on one side of the platform then
a set of toe boards and a platform on
the other side.

MiTOWER 4m - Assembly
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Step 3
čVViÃÃÌ iÌÜiÀÌ iV>ÀivÕÞwÌÌ iÃiV`
platform on to the sixteenth rung, making sure
that the wind-lock catches engage. Extend and
lock the four component hangers located on
either side of the platform. Transfer the two
guardrail brace panels and the set of toe boards
to the component hangers on the second
platform.

Step 4
Position yourself so that you are half way through
the second platform’s trap door. Now manoeuvre
yourself so that you are sitting on the platform,
with your legs through the trap door and your
feet on the frame rungs. From this position, you
should take each of the guardrail brace panels,
one at a time, and attach so that the upper jaws
are positioned above the twentieth rung.

Step 5
With both panels in position, you may access
the platform. Unfold the toe board set and
position so that they sit on to the outer edge of
the platform. Finally, retract all hangers and the
tower is now complete and ready to use.

Intermediate Work Platforms
čÞ«>ÌvÀwÌÌi`ÌÌ iÌÜiÀ>Ì>ÞÃÌ>}i
may be used as a work platform, provided toe
L>À`Ã>`}Õ>À`À>LÀ>Vi«>iÃ>ÀiwÌÌi`°

10 Point Pre-Use Safety Checklist
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10 Point Pre-Use Checklist for Users
completed tower must be checked by a competent person



check all components are free from damage



ensure they are locked



check your MiTOWER is level



check they are secure



make sure all platforms are fully enclosed by guardrails



check they are locked correctly



Windlock Catches

make sure they are engaged



9

Frame Clips

make sure they are engaged



10

Toe Boards

check they are correctly positioned on all platforms



1

Before Use

2

Components

3

Castors

4

Environment

5

Stabiliser Coupler
Clamps

6

Guardrails

7

Brace Claws

8

Repair and warranty

Assembly and/or repair of replacement parts
,i«>ViiÌ«>ÀÌÃÃÕ««i`LÞƂÌÀiÝÕÃÌLiwÌÌi`ÌÌ iVÀÀiVÌƂÌÀiÝ«À`ÕVÌ>`Ì i
Ã>iÜ>Þ>ÃÌ i«>ÀÌÌ >ÌÃÀi«>Vi`°ƂÃÃiLÞ>ÌÌ>V iÌ®>`ÉÀÀi«>ÀÃivviVÌÕ>Ìi`>ÌÌ i
ÜÀÃ>`iÝ«iÃivÌ iViÌ°ƂÌÀiÝÃÌ>LivÀ`>>}iV>ÕÃi`LÞVÀÀiVÌ>ÃÃiLÞ
>`ÉÀÀi«>À°Ƃ}>ÃÌ«>ÞiÌ]ƂÌÀiÝV>LiV>i`vÀÌ iÀi«>ÀvÞÕÀ«À`ÕVÌ]>`ÉÀÌ i
>ÃÃiLÞvÌ i«>ÀÌÃµÕiÃÌ°
Warranty Conditions
/ ÃƂÌÀiÝ«À`ÕVÌ >ÃLii`iÃ}i`]>Õv>VÌÕÀi`>`ÌiÃÌi`ÜÌ Ì i}Ài>ÌiÃÌV>Ài°- Õ`
Ì Ã«À`ÕVÌLiÕÃi`>VVÀ`>ViÜÌ Ì iÃÌÀÕVÌÃ>`ÌÃÌi`i`ÕÃi]>Ü>ÀÀ>ÌÞÜ>««ÞÕ`iÀÌ ivÜ}V`ÌÃ\
£° ƂÌÀiÝ}Õ>À>ÌiiÃÌ iÀi>LÌÞvÌ i«À`ÕVÌ>`Ì iµÕ>ÌÞvÌ i>ÌiÀ>ÃÕÃi`vÀÌ i
«À`ÕVÌ°
Ó° 7iÜÀiVÌvÞ>Þ`iviVÌÃÌ >Ì>ÀiVÛiÀi`LÞÌ iÜ>ÀÀ>ÌÞLÞÀi«>V}Ì i`iviVÌÛi«>ÀÌ]À
Ì i«À`ÕVÌÌÃiv]ÀLÞÃÕ««Þ}>«>ÀÌvÀÀi«>ViiÌ°
Î° ÌVÛiÀi`LÞÌ iÜ>ÀÀ>ÌÞ>Ài>Þ`iviVÌÃÌ >ÌVVÕÀ>Ã>ÀiÃÕÌvÌ ivÜ}\
 >®1ÃivÌ i«À`ÕVÌVÌÀ>ÀÞÌÌÃÌi`i`ÕÃiÀVÌÀ>ÀÞÌÌ iÃÌÀÕVÌÃvÀÕÃi°
 L® À>Üi>À>`Ìi>ÀvÌ i«À`ÕVÌ°
 V®ƂÃÃiLÞÀÀi«>ÀLÞÌ iViÌÀLÞÌ À`«>ÀÌiÃÜÌ Ì iiÝVi«ÌvwÌÌ}Ì iÃ«>Ài
«>ÀÌÃ«ÀÛ`i`LÞƂÌÀiÝ>Ã`V>Ìi`>LÛiÕ`iÀ«ÌÓ®°
 `®ƂÞ`wi`}ÛiÀiÌ>Ài}Õ>ÌÃVViÀ}Ì i>ÌÕÀiÀµÕ>ÌÞvÌ i>ÌiÀ>
ÕÃi`Ì i«À`ÕVÌ°
{° ƂÞ`iviVÌÃÌ >Ì>ÀivÕ`Õ«Ì i`iÛiÀÞvÌ i«À`ÕVÌÃ Õ`LiÀi«ÀÌi`i`>ÌiÞ
ÌƂÌÀiÝ°- Õ`ÌwV>ÌvÌ iÃi`iviVÌÃÌÌ>i«>Vii`>ÌiÞ]Ì iÜ>ÀÀ>ÌÞÜ
LiÕ>`Û`°/>i>V>Õ`iÀÌ iÜ>ÀÀ>ÌÞ]ƂÌÀiÝÀÞÕÀƂÌÀiÝ`i>iÀ >ÃÌLi
«ÀÛ`i`ÜÌ Ì i«Àvv«ÕÀV >Ãi°
x° ƂÞ`iviVÌÃvÌ i«À`ÕVÌ >ÛiÌLiÀi«ÀÌi`ÌƂÌÀiÝÀÞÕÀƂÌÀiÝ`i>iÀ>ÃÃ>Ã«ÃÃLi]LÕÌ>ÞV>ÃiÜÌ £{`>ÞÃvÌ i`iviVÌLi}vÕ`°
È° >®- Õ`>V>Li>`iÕ`iÀÌ iÜ>ÀÀ>ÌÞV`ÌÃ]ƂÌÀiÝ >ÃÌ >ÛiÌ i««ÀÌÕÌÞÌLi>LiÌÛiÃÌ}>ÌiÌ i«À`ÕVÌÌÃ+Õ>ÌÞ iÌÀi/ iViÌÕÃÌ>iÌ i
«À`ÕVÌ>Û>>LivÀÌ Ã«ÕÀ«Ãi°- Õ`ÌLiiÃÌ>LÃ i``ÕÀ}Ì iÛiÃÌ}>ÌÌ >Ì
Ì i«À`ÕVÌ >ÃLiiÕÃi`VÀÀiVÌÞ]Ì iVÃÌÃvÌ iÛiÃÌ}>ÌÜLiV >À}i`ÌÌ i
ViÌ°
 L®- Õ`Ì iViÌ>ÃvÀ>ÛiÃÌ}>ÌÌ LiV>ÀÀi`ÕÌLÞ>`i«i`iÌÃÌÌÕÌi]
Ì iVÃÌÃvÀÌ ÃÛiÃÌ}>Ì>Ài>ÌÌ iiÝ«iÃivÌ iViÌÃ Õ`ÌLiiÃÌ>LÃ i`
`ÕÀ}Ì iÛiÃÌ}>ÌÌ >ÌÌ i«À`ÕVÌ >ÃLiiÕÃi`VÀÀiVÌÞ°/ iVÃÌÃvÌ i
ÛiÃÌ}>Ì>Ài>Ã>ÌÌ iiÝ«iÃivÌ iViÌv]«ÀÀÌÌ ÃÛiÃÌ}>Ì]ƂÌÀiÝ
vviÀi`ÌÀi«>ÀÀÌÀi«>ViÌ i«À`ÕVÌ>ÌV >À}iÌÌ iViÌ°
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